Noise Abatement Measures

WK Kellogg Airport, Battle Creek, Michigan

Unless engine cooling dictates otherwise, utilize a
maximum angle or maximum rate of climb speed for the first 1,000
feet of altitude to distance the aircraft from
residential areas.
When approaching to land, do their best to maintain an approach
profile not below VAS I, PAPI or electronic glideslope (recommended
glide path), if such is available.
Avoid the use of the short parallel runway (Runways 05R and 23L)
when the control tower is closed.
Avoid conducting extended engine run-ups on the south portion of
the WMU ramp area prior to 8:00AM and after 5:00 PM on weekdays
and all hours on Saturday and Sunday.
When using the Northeast/Southwest runways, utilize the long
parallel runway (05L/23R) to the greatest extent possible consistent
with safety and operational needs.
Unless an operational need exists, avoid using the short parallel
runway (05R/23L) prior to 8:00AM and after
8:00 PM.
Duncan Aviation recommends all run-up of aircraft at the south end
of the airport in the jet-designated run-up area between the hours of
8:00 AM to 10:00 PM Monday through Friday, and 8:00 AM to 5:00 PM
on Saturday and Sunday. After hours run-up times are kept to a
minimum.
Note: The procedures described herein are intended for noise abatement purposes and
are subject to air traffic control and pilot discretion for reasons of safety.
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Adhere to a 1,000' traffic pattern altitude at the Battle Creek Airport.

WK Kellogg Airport, Battle Creek, Michigan

Effective February 2012, the Federal Aviation Administration approved the
recommendations contained in the WK Kellogg Airport FAR Part 150 Study.
The airport is implementing Voluntary Noise Abatement Measures in effort to
help reduce aircraft noise over neighboring areas. The noise measures are not
intended to preempt the responsibilities of the pilots for safe aircraft operations.
Further, recommended procedures are not intended to conflict with instructions
from ATC or the FAA. Pilots are encouraged to “fly friendly” whenever possible
and to always “fly safe!”

WK Kellogg Airport, Battle Creek, Michigan
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Unless winds dictate otherwise,
the preferred runway use at
W.K. Kellogg Airport is Runway 23R.
This translates to southwest flow
operations on the long runway.
Note: Crosswind flight track is denoted by a dotted line because
ecause it is used less often due to less favored winds.

Not to Scale

North
Touch & Go Track

Noise Sensitive

Runway 05L/23R
Runway 05R/23L
Runway 13/31

